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Abstract: 
After more than a decade in Space, ESA’s Earth Explorer Swarm mission is still in excellent shape and continues to contribute to a wide range of scientific studies, from the core of our planet, via the mantle and the lithosphere, to the 
ionosphere and interactions with Solar wind. Its highly accurate observations of electromagnetic and atmospheric parameters of the near-Earth space environment, and the peculiar mission constellation design, make Swarm eligible for 
developing novel Space Weather products and applications. 
In 2023 a “Fast” processing chain has been transferred to operations, providing Swarm Level 1B products (orbit, attitude, magnetic field and plasma measurements) with a minimum delay with respect to the acquisition.  In 2024 also the 
generation of Swarm Level 2 products (Field Aligned Current, Total Electron Content) have been implemented in the “Fast” chain and are available on Swarm dissemination server. These “Fast” data products add significant value in 
monitoring present Space Weather phenomena and help modelling and nowcasting the evolution of several geomagnetic and ionospheric events.

Swarm L1B Fast chain setup 

Implementation plan:

Fast Data Processing approach: 

Swarm Fast data for Space Weather 

OPER
1. GPS clock from Ephemeris AUX 
2. GPS Ephemeris – ‘rapid’ value
3. Solar activity – ‘consolidated’ value

Changes:
The only change for FAST 

chain with respect to OPER is 
alternative input AUX files 

used for ORBATT processing. 
→ No changes for the other 

processors

FAST
1. GPS clock from on-board GPS
2. GPS Ephemeris – ‘ultra-rapid’ value
3. Solar activity – ‘predicted’ value

Main differences introduced in 
orbit data determination:

MOD OPER accuracy is 7 cm;
MOD FAST accuracy is about 

16 cm in terms of 3D RMS 
(small degradation, with the 
largest errors of few meters)

FAST Processor 
version: 

Aligned with most 
updated version 

of L1B data 
algorithm 

currently in OPER

Activities timeline: 

Pass strategy improved to have 2 passes per day every ~12h (with STD ~1:30-2h), 
after recommendation from users’ community. This provides a more uniform distribution and 

Time from downlink to    
distribution is mainly related to 
archival and processing time.
▪ ORBATT, ACCELE and PLASMA 

available after ~30m.
▪ MAGNET (most time-consuming) 

takes +30m more (in average). 
Upcoming L1BOP version 
foresees optimization of 
MAGNET processing time.

▪ L2 FAC  ~12m after L1B (in 80%).
▪ L2 TEC ~30m - 4h (varying by s/c).

Space Weather events observed with Swarm Fast data:

Latency here is defined as  
difference between data 

acquisition time and data 
generation + distribution 

time. 

Latency and Coverage improvements

▪ Same product types

▪ Same time 
resolution

▪ Different latency:
• 4 days for OPER
• ~12 h for FAST 

(see below)

Plasma density peak observed at mid-latitudes by Swarm in correspondence of the 
storm. Event characterized by auroras at lower latitudes (e.g. in central Europe). 

With a minimum delay with respect to the sensing time, Swarm Fast data are suitable for Space Weather applications.
Several events of Solar Cycle #25 have been already observed and analysed with Swarm Fast data, allowing the scientific 
community to promptly monitor Magnetic and Electric field variations. 

23 April 2023 (Kp 8+), L1B Plasma density product 24 March 2024 (Kp 8+), L1B Plasma temperature product

FAST processing data are frequently used by Swarm community and quality 
is continuously under monitoring. Feedbacks and recommendations are 
collected and applied to the future improvements plan. Next upgrade is to 

align L1B and L2 Fast processors with the upcoming versions L1BOP v3.25 
and L2-Cat2 v1.21.
Checkout more at poster #1707 session C.02.06 by V. Panebianco et al.

What’s coming next?
Impact of the change in the downlink approach for Swarm Alpha during a 15 days period.

Enhancement observed in electron temperature by Swarm-B.

August 2023 March 2024more efficient utilisation 
of the Fast data. 
A further revision of the 
downlink approach, set 
up in March 2024, 
guarantees a better 
coverage and reduces 
latency over northern 
Europe. 

start

Fast Data visualization

Swarm Fast L1 and L2 data are accessible from 
VirES and VRE platforms, just like OPER data! 

Living Planet
Symposium

Vienna
23-27 June

2025

Analysis Feasibility Demo Routine

• alternative auxiliary
• possible errors
• potential users

• Modify IPF
• Parallel chain
• Preliminary TDS

• Validate 
• Distribute to cal/val
• Collect feedback

• Systematic L1B production
• Revise dump approach

Estimated Latency: 

Coverage: 

Next appointment

Swarm Data Quality Workshop #15
& 

1st NanoMagSat Symposium
6th to 10th October 2025

Oslo, Norway
Registration is now open:

Visit
https://swarmdisc.org/dqw

-2025/information/# 

Join us!

Synergies for Space Weather

A combined observation of Swarm Fast data and 
Solar flux measurements extracted from SMOS 
reveals new possible applications!
Check out more about Swarm – SMOS conjunct  
observations at poster #2103 Session A.06.01 by 
R.Forte et al.

Swarm Fast L2 chain

Fast L2 Field Aligned Current (FAC) product distributed since June 2024.
Fast L2 Total Electron Content (TEC) product distributed since Feb 2025.
Both processed externally by GFZ, and distributed by ESA.
They rely on L1B Fast products, and are regularly generated upon availability of L1B Fast data.
Same algorithms used in OPER chain. Although minor discrepancies may occur in absolute TEC due 
to differences in Differential Code Bias (DCB) calculations, computed over a 24-hour window for the 
OPER version and 12-hour for Fast version.

Fast Data distribution 

OPER

FAST L1B

FAST L2

Swarm FAST Data are distributed through the 
same dissemination server as OPER data:  
https://swarm-diss.eo.esa.int/ 

10-11 October 2024 (Kp 9-)

Enhancement observed in electron 
temperature by Swarm-A, B & C.

start

10-11 May 2024 (Kp 9)

Difference between scalar magnetic field measured by 
Swarm-B and latest version of Chaos model for internal field. 
The differences point out variations due to external field.

Variation in latitude between Swarm-B data 
and Chaos model.

Variation of proton flux from Swarm-B STR computed 
by the upcoming version of L1B processor.

1 June 2025 (Kp 8-)

But also through other 
tools and platforms  
developed by Swarm 
partners, e.g.:

https://spaceweather.
knmi.nl/viewer/# 

https://dev.swarmdisc
.org/swarmpal-
processor/FAC 
… and more!

Magnetic field residuals Magnetic field  residuals Proton flux from STR

Magnetic field  residuals

Plasma temperature

L2 Field Aligned Current

L1B Plasma density

L2 Total Electron Content

1 January 2025 (Kp 8)

Difference along time between scalar magnetic field 
measured by Swarm-A and Chaos model (as above).

Magnetic field residuals

L2 Field Aligned Current

Ion and electron density

Ion and electron density from Swarm-A that will be 
released in the upcoming version of L1B processor.

Difference 
between scalar 
magnetic field 

measured by 
Swarm-B and 
Chaos model, 
enhanced at 

equator and at 
poles.

The FAC 
measured 

by Swarm-A 
increases in 
time during 

the storm.

Electron 
density from 
Swarm-A, -B 
shows peaks 

during the 
storm.

The TEC 
increases in 

correspondence 
of electron 

density peaks. 
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