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Sentinel-3A

Sentinel-3B

Global near-daily coverage

Blue, Red, NIR, SWIR bands

> 20+ year global dataset 



• Ensuring long-term data preservation and valorisation of SPOT-
VGT1, SPOT-VGT-2 and PROBA-V data archives;

• Improving consistency, by fully characterising the radiometric, 
geometric and spectral differences across sensors;

• Enhancing harmonisation and temporal stability by quantifying 
and correcting inter-sensors biases and sensor-induced spurious 
drifts;

• Providing uncertainty estimates at pixel level, ensuring traceability 
along the full processing chain, starting from raw data;

• Generating a temporally stable and harmonised data record of 
reflectances at TOA and TOC level to be used as input for climate 
studies.

FDR4VGT Objectives



➢ Image Quality Centre (QIV) at CNES

➢ Processing, Archiving & Distribution at VITO

SPOT-VGT1 & 2



➢ Processing, Archiving, Distribution, Image Quality Control at VITO

➢ Imaging Quality Center (IQC) at VITO 

PROBA-V  

OSCAR* (Optical 

Sensor Calibration 

with simulated 

Radiances)

*Sterckx et al. IJRS, 2014; Sterckx et al. , 

TGARS, 2013; Govaerts et al., RSL, 2013; 

Sterckx et al., RS, 2016 

Radriometric Calibration



• Objective: Secure radiometric consistency between VGT-1, VGT-2 

and PROBA-V for the generation of higher level thematic data 

record. 

• Harmonisation: All the calibrations of the sensors have been made 

consistent with (a) reference dataset(s) which can be traced back to 

known (SI-traceable) reference sources. 

• Each sensor is calibrated to the reference, maintaining its features 

such that the calibration radiances represent the unique nature of 

each sensor. Following FIDUCEO, we apply Harmonisation.  

Radiometric harmonisation



Rayference Radiometric Calibration Reference 
(RRCR)



Rayference Radiometric Calibration Reference 
(RRCR)

Poster
“Hyperspectral vicarious calibration with 

the Eradiate radiative transfer model”
Date: June 23 | Session: C.05.01 - 

POSTER - PROBA-V and PV-CC
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Satellite BLUE RED NIR SWIR

PROBA-V 0.989 0.976 0.979 0.986

SPOT-VGT1 0.974 0.952 0.952 0.965

SPOT-VGT2 0.958 0.951 0.950 0.968

-3%

-5%



Geometric harmonisation

• DEM Harmonisation 

• Use of Copernicus DEM for both missions

• Common Database of Ground Control Points (GCPs)

• Use of Sentinel 2 Global Cloud free Imagery

• Geometric Calibration harmonisation

• Use of VITO’s geometric calibration approach based  on 

bundle adjustment



Multi-temporal results (ROI 1) 

SPOT-VGT C3 (old) SPOT-VGT recalibrated (new)

Geometric multi-temporal accuracy



Multi-temporal results (ROI 2) 

SPOT-VGT C3 (old) SPOT-VGT recalibrated (new)

Geometric multi-temporal accuracy



• FDR4VGT Requirement : Providing uncertainty estimates at pixel 
level, ensuring traceability along the full processing chain, starting 
from raw data

Pixel level -uncertainty

Mittaz et al. 2019



PROBA-V TOA reflectance

Uncertainty Diagram



Pixel level-uncertainty

TOA refl relative uncertainty (%)TOA refl

Uncertainty 

composed into:

• Random

• Structured

• Systematic



FDR4VGT Requirement : Providing uncertainty estimates at pixel level, 
ensuring traceability along the full processing chain, starting from raw data

Pixel level-uncertainty

TOA refl relative uncertainty (%)TOA refl

Uncertainty 

composed 

into:

• Random

• Structured

•  systematic

Presentation
“Comprehensive pixel-level Level 1 

Uncertainty Characterization for SPOT-

VGT1, SPOT-VGT2, and PROBA-V 

following the FIDUCEO guidelines”

Date: June 27 | Session: C.06.07 Recent 

progress on uncertainty analysis for Earth 

Observation measurements - PART 1



Cloud masking
FDR4VGT Requirements : 

• Development of reliable and consistent cloud masking algorithm 

Approach:
• PROBA-V C2: Fully Convolution Neural Network (FCNN)

➢ Significant improvements in Cloud Detection

• Transfer learning from PROBA-V to SPOT-VGT1/2



Cloud masking
FDR4VGT Requirements : 

• Development of reliable and consistent cloud masking algorithm 

Approach:
• PROBA-V C2: Multi-Layer Perceptron (MLP)-based Neural

➢ Significant improvements in Cloud Detection

• Transfer learning from PROBA-V to SPOT-VGT1/2

Poster
“A consistent cloud masking algorithm for 

reprocessing 20 years of Proba-V and 
SPOT-VGT data record”

Date: June 23 | Session: C.05.01 - POSTER - 
PROBA-V and PV-CC



FDR4VGT Requirements : 

• Harmonize A/C between VGT1, VGT2, PROBA-V

• Propagation of uncertainty to L2

• Approach:

• SMAC-CL processor

• Ancillary atmospheric data from MERRA-2

• Use FIDUCEO uncertainty propagation 

L2 – Atmospheric Correction



Phase 1 (2024-26) : Algorithm development 

 Radiometric Harmonization: Inter-sensor biases quantified

 Geometric Harmonization

 L1 pixel-level Uncertainty

 Consistent Cloud Masking

 Consistent A/C and Uncertainty Propagation to L2 

Phase 2 (2026-28): Integration and reprocessing 20+ years archive.

Conclusion and next steps
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